
Box 2LT Wall

FEATURES

• 2 years warranty
• White plaster & frosted glass finish
• Constructed from plaster & glass

Product Wattage:  2 x Max. 28W G9 (required)
Dimmable:  Y
Product Voltage:  220-240V
Hertz:   50/60
Surge Protection (KV): 1.5
Operating Temp.:  -20 to 40 Degree
IP Rating:   20
Product Weight (KG): 1.5
Terminal Block:  2-way
Class:    2

SPEC DATA

ACCESSORIES

76139, G9 LED SMD 220Lm 2.3W, 3000K
76140, G9 LED SMD 220Lm 2.3W, 4000K
76790, G9 LED SMD 200Lm 2W, 3000K
76791, G9 LED SMD 200Lm 2W, 4000K
81556, G9 LED SMD 200Lm 2W, 6500K
81019, G9 LED SMD 400Lm 3.5W, 3000K
81020, G9 LED SMD 400Lm 3.5W, 4000K
81021, G9 LED SMD 400Lm 3.5W, 6500K
98432, G9 LED SMD 320Lm 3.2W, 3000K, Dimmable
98433, G9 LED SMD 320Lm 3.2W, 4000K, Dimmable
98433, G9 LED SMD 320Lm 3.2W, 6500K, Dimmable
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Saxby Lighting, Cabot Lane, Creekmoor, Poole, Dorset, BH17 7BY.
T: (+44) 033 00 555 885  F: (+44) 01202 409811  E: sales@saxbylighting.com  
www.saxbylighting.com


